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Multi-Mission Operations Center / Code RO 
VIPER Mission Science Center Room Furnishings 

Statement of Work 
 

1.0 Introduction 
The Ames Multi-Mission Operations Center (MMOC) supports the operation of spaceflight 
missions through provision of facilities, networks, IT equipment, and software support services. 
The MMOC is currently preparing rooms for use by the VIPER mission’s Mission Science 
Center (MSC) for use throughout the mission. The rooms require furniture to support their 
functions during the mission. 
 
2.0 Scope 

Section 2 includes console requirements and set-up, a figure depicting console layout (p.2), 
and a table listing required dimensions (p.3-4).  

2.1 Console assembly requirements: The contractor shall unpack, remove, and recycle 
the furniture’s packaging materials, and install the furniture to the following specifics: 

2.1.1 The contractor shall deliver the furniture components to NASA Ames building 
N240 rooms 174 and 176 as detailed in Table 1.  

2.2 Consoles required and layout of the consoles for MMOC-MSC rooms 174 and 
176 are shown in Figure 2-1.1. In R176, we require a 'double J' console placement 
for 2 “straight with a curve” rows. In R176, row 1 shall have 7 consoles set along 
the left and back wall, and row 2 shall have 4 consoles set in the front of the room. 
In R174, we require 1 console workstation that shall set be in left corner of the 
room. Total number of workstations is twelve. 

2.2.1 The table console segments shall fit together with <1cm horizontal gap and 
<5mm vertical displacement. 

2.2.2 The table console segments shall have no structural or decorative elements that 
extend from the bottom of the desk surface by more than 2", except on the ends 
of the rows. 

2.2.3 The table consoles, as labeled in Figure 2-1.1, #1-5 and #8-12 (10 total) shall 
include cabinets to store at least one computer workstation (6.9"w, 13.6"d, 
13.2"h) and one Uninterruptible Power Supply (UPS) unit (8”w, 19”d, 12”h) 
out of sight and out of the way. 

2.2.3.1 One table console, #6 (see Figure 2-1.1), shall include cabinets to 
store at least two UPS units and one computer workstation. 

2.2.3.2 One table console, #7 (see Figure 2-1.1), shall include cabinets to 
store at least two computer workstations, but a UPS unit is not 
required in this console. 

2.2.4 The table consoles shall include paths to route cabling for computers, monitors, 
accessories, power, and network cables neatly out of sight. 

2.2.5 The slat wall table consoles must have a finished professional appearance from 
both the front and the back.  

2.2.6 The slat wall for consoles #1-6 and #8-12 (11 total) shall support two 27-inch 
monitors per console on moveable arms able to support a weight of at least 15 
pounds per monitor.  
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2.2.7 The slat wall for console #7 shall support two 27-inch monitors and one 15” 
monitor on moveable arms able to support a weight of at least 15 pounds per 
monitor.  

2.2.8 The overhang of each monitor over the console table edge must be <1cm. With 
an exception for console #7 which can have up to a 10 cm. overhang on the 
right side for the 3rd 15” monitor (as described 2.1.9, and in Table 1 row 2).  

2.2.9 The moveable monitor arms shall be compatible with most computer monitors.  
2.2.10 The slat walls shall support one dimmable LED task light per console on 

moveable arms. 
2.2.11 The furniture must be delivered no later than thirty days after the date of the 

award. 
 

Figure 2-1.1 Placement of console workstations within MMOC Rm.174 and Rm.176 

 
 
Table 1. Furniture description and room placement; see Figure 2-1.1 as reference 

# Item Description Room 
placement 

Size per 
console 

Color Example Images 

1 Back wall J 
Consoles 
#1 - 7 

A J-curved row of seven 
connected modular table 
consoles with slat walls, 
moveable monitor arms and 
moveable arm-mounted 
LED task light. 
● Five of the seven consoles 

are the same dimensions 
● One of the seven consoles 

(#3) is curved. As currently 
shown, Figure 2-1.1, the 
front lip is straight and 
acceptable but a curved 

Rm 176 Consoles 
#1, 2, 4, 
5, 6: 
48”L 
30”D 
30”H 
 
Console 
#3 is 
curved: 
48”L 
48”D 
30”H 
 

Grey 
blue 
base; 
light 
color 
console 
top 
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front lip is preferable at no 
less than 30” depth. 

● One console (#7) is longer 
in length. 

● Console #6 must allow for 
the mounting of 2 UPS 
units and one computer in 
the console base per 
dimensions given above in 
section 2.1.5. 

 
This workspace row will 
accommodate seven people. 
Each console (with the 
exception of #7, see row 2) 
will have 2 x 27” monitors. 

Console 
#7: 
60”L 
30”D 
30”H 

2 Presentation 
Console #7 
 

Console #7 shall provide for 
the mounting of 2 x 27” and 
a 3rd 15” monitor. It shall 
also allow the installation of 
a 2nd workstation unit in the 
console per the dimensions 
in section 2.1.5, but a UPS is 
not required to be installed 
in this console. 

Rm 176  
Console 
#7: 
60”L 
30”D 
30”H 

  

  Example of slat wall console 
(note: console color shown 
does not reflect color 
requested) 

   

 
3 Adjustable 

Monitor 
Arms 

Moveable monitor arms 
shall be compatible with 
table console slat walls and 
standard computer monitors 
with height, depth and 
lateral adjustments. 
 

2-18” 
Dynamic 
range 
adjustment 

Black 25 

 

4 Front room J 
Consoles 
#8 - 11 

A J-curved row of four 
connected modular table 
consoles with slat walls, 
moveable monitor arms,  
and moveable arm-mounted 
LED task light with 
workspace for four people.  
One of the four consoles 
(#9) is curved. As currently 
shown, Figure 2-1.1, the 
front lip is straight and 
acceptable but a curved 
front lip is preferable at no 
less than 30” depth. 
 
Each console will have 2 x 
27” monitors. 

Rm 176 Consoles 
#8, 10, 
11: 
48”L 
30”D 
30”H 
 
 
 
Console 
#9 is 
curved: 
48”L 
48”D 
30”H 

Grey 
blue 
base; 
light 
color 
console 
top 
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5 Workstation 
Console 
#12 

Single console for two 27” 
monitors with slat walls and 
moveable monitor arms and 
moveable arm-mounted 
LED task light with 
workspace for one person. 
This will be placed in the 
upper left corner of room 
174. 

Rm 174 One 
console 
(#12): 
  
48”L 
30”D 
30”H 

Grey 
blue 
base; 
light 
color 
console 
top 

 

6 Console Task 
Chairs with 
high-back 

Identical console task chairs 
with lumbar support, 
adjustable angled arms, 
carpet casters, tilt back, 
pneumatic seat height 
adjustment (min seat height 
17.75” or less, max seat 
height of 21” or more), tilt 
tension and tilt lock. 
Capacity 275 lb.  
 
24 high-back chairs in cloth 
 

Rm 176 & 
Rm 174 

24 chairs 
 
20” W 
19” D 
43” H 
 
 
 
 

Black 

 
 


